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T
his sheet contains the assem

bly instructions to help you install the 
T

U
IB

ar in your trailer
. F

ollow
 these intructions,

one step at a tim
e.  

T
he T

U
IB

ar fits all m
akes and m

odels. In this docum
ent w

e show
 the norm

al fitting for Ifor
W

illiam
s and W

essex trailers.
TO

O
LS

 R
E

Q
U

IR
E

D:S
et of A

llen keys, spanners and/ or socket sets, drill and screw
drivers (if fitting partition plates)
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P

repare your new
 br

ackets and r
atchet handles

3. P
ull this part of the handle

4. P
ull forw

ard

5. N
ow

 bring the handle back
6. P

ull as far back as it w
ill go

7. N
ow

 undo the bolt that
pivots the handle

8. R
em

ove the
bolt and keep it
som

ew
here safe

9. S
lide

the
ratchet
m

echanism
off the
bracket

10. N
ow

 disassem
ble the bracket

11. R
em

ove the bolts. T
he silver piece

is the bracket w
ith a collar for holding

the T
U

I
B

ar ijn place inside the trailer
(these vary in shape and size depending
on the trailer)...

12. T
he ‘gold’

bracket and
ratchet handle fit to the
outside of the trailer
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R

em
ove the old br

ackets from
 the w

alls of your tr
ailer

13. If you have
tw

o brackets,
unbolt the low

er
one 

14. You w
ill need

an allen key to
unscrew

 the
bolts from

 the
outside of the
trailer

15. T
he bottom

bracket is now
rem

oved 

S
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N

ow
 attach the 

T
U

I brackets using the existing holes

17. S
crew

 the tw
o 

bolts through the holes in the w
all 

and through the bar holder on the inside.
Tighten the nuts using a spanner

16. R
E

A
R

:T
he T

U
IB

ar bracket
goes on the inside of the w

all
w

ith the protruding bar collar
facing the rear of the trailer

19. R
epeat the entire

process to fix the
front bracket

18. O
nce firm

ly fixed, drill a hole
through the w

all for the release cable
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Install the 

T
U

I
S

afety B
ar (see figs 40 &

 41 for W
essex)

21. T
hen 

m
ount the front

end of the T
U

I
B

ar, fixing the
‘U

’
shape collar

to the bracket 

20. R
E

A
R

:S
lot the T

U
I

B
ar

through the bracket’
s collar...
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F

ix the steel cables to the r
atchet handles

23. T
hen pick up the handle 

and thread the cable through 
the sm

all hole in the ratchet 

22. R
E

A
R

:T
hread the cable

through the hole you drilled

25. T
ighten the

bolt and nut

24. Insert the ratchet
handle’s bolt...

26. IM
P

O
RTA

N
T:

B
efore you tighten

the grub screw
 that

holds the threaded
cable in the
ratchet, ensure
that the pins at
each end are
protruding from
the bars

28. P
ull the ratchet to the left, fix w

ith a
tam

perproof tie and add the sticker
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F

inishing
off the rear
handle

27. P
ush about 2.5 cm

s of cable
back into the w

all to create slack.
Tighten the grubs. D

o not cut any
surplus cable until you are
confident the m

echanism
 w

orks.
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epeat S
teps 5 and 6 w

ith the front handle
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Installing the partition com

ponents.
For the 

T
U

I
B

ar to oper
ate, the partitions m

ust be m
odified so that

the T
U

I
B

ars firm
ly slot in and lock.
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If you are installing a 

single
T

U
I

B
ar into an Ifor W

illiam
s tr

ailer, you
w

ill need to 
rem

ove
the low

er br
acket in the partition facing the

T
U

I
B

ar (off side) to install a locking plate and 
m

ove
the br

acket on
the opposing side of the partition.

29. C
om

pletely rem
ove

the low
er bracket on

the partition side
facing the T

U
I

B
ar

33. D
rill the second hole

32. O
nce you are happy w

ith the position,
drill a new

 hole through the bracket for
the first bolt

If you are installing tw
o 

T
U

I
B

ars into your Ifor W
illiam

s tr
ailer, one

off side, one near side, you sim
ply rem

ove both br
ackets as show

n
in fig 29. E

ach side’
s T

U
I

B
ar is designed offset so that the locks do

not interfere. N
ow

 fix the plate to the partition’
s off side. 

30. O
n the opposing

side, m
ove the bracket

horizontally
...

31. T
he end loop of this bracket

w
ill house the T

U
I

B
ar pin. B

ring
up the bar to ensure it is aligned 

34. F
ix the bracket using

the flat head bolts

35. If you
receive
plastic
fillers in
you pack,
you m

ust
screw
through the
plate and
the filler
into the
partition

36. S
crew

 the plate to the
partition. T

he hole in the
plate should line up w

ith
the existing partition hole.
F

or accuracy, slide the T
U

I
B

ar upw
ards and you w

ill
see from

 the protruding
pin w

here the centre of
the hole should be located.
S

crew
 onto the partition,

sandw
iching in the plastic

filler is supplied

37. F
inally

, drill
into the partition
using the plate’

s
hole as a
tem

plate. F
ront:

drill right through
the partition.
R

ear: there is no
need to drill
further than the
second alum

inium
skin of the
partition.
S

m
ooth aw

ay
rough w

ood.
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If you are installing a 

T
U

I
B

ar into a W
essex, B

ateson or older m
odel

Ifor W
illiam

s tr
ailer, you sim

ply need to add the plates supplied in
your pack to the existing partition fr

am
e. N

o drilling is required.
W

hether you are installing a single 
T

U
I

B
ar or tw

o, the kit you
receive w

ill ensure that both 
T

U
I B

ars’locking positions do not
interfere w

ith each other
.

T
he pictures below

 show
 the locking plates in place.

38. T
he rear locking

plate bolted onto
the existing fram

e

39. T
he front

locking plate
bolted onto
the existing
fram

e

40. T
he rear

bracket on a
W

essex
trailer

H
ere are tw

o photos of the br
ackets in a W

essex trailer holding the
T

U
I

B
ar (the W

essex equivalent to S
tep 4 overleaf)

41. T
he front

bracket on a
W

essex trailer
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Fam

iliarise yourself w
ith the oper

ation of the 
T

U
I

B
ar before

loading your horse. P
lease fully read the instructions on how

 to use
the T

U
I

S
afety B

ar that accom
panies this pack.

A
safety v

ideo (D
V

D
) is also available and m

ore detailed, updated
inform

ation is on the w
ebsite to help you further at

w
w

w
.tuiequestrian.co.uk.
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